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. Mr. Harold Byer - : -
U.S. Environmental Protection Agency
" 341 Chestnut Building
Ninth and Chestnut Streets
- Philadelphia, PA 19107
| Subject: Letter Report -
= TDD No. F3-8508-25
X Henderson Road Site
ﬂi King of Prussia, Pennsylvania
Dear Mr. Byer: .
E~ : Submitted herewith please find a [etter report for the subject site. NUS FIT i had
been tasked to repair the casing stickup of 2 monitoring wells in order to replace
the well caps and locks, so that the integrity of the wells may be maintained.
[— — - In order to replace the caps, the damaged portions of each of the well casmgs were
7 _ cut and removed from the undamaged portion of the casing. The remaining portion
of the well casing was fitted with a cap. Both the casings and the caps had holes
" cut to allow for the insertion of a locking bolt.
- " Well no. 1 consists of a single, hardened steel pipe measuring approﬂmately £.37/4
U inches O.D., with a thickness of approximately 1/8 to 1/4 inch. Preliminaty field
measurements indicated that the top 10 inches of casing needed to be removed
- from the casing stickup, thus resultmg in a final stickup of approximately 14
inches.
La

Well no. 2 consists of an inner well casing of hardened steel, measuring
z approximately 7 inches O.D., with a thickness of approximately [/4 inch,
surrounded by a 9-inch O.D. protective casing of hardened steel, which is also
approxirnately 1/4 inch thick. The annular space between the casings is filled with
concrete. Preliminary field measurements indicated that the top & inches of both
casings must be removed in order that a locking cap may be fitted over the well.

| ‘ AR300146




.Henderson Road Site Final Letter Report

Mr. Harold Byer
U.S. Environmental Protection Agency
September 9, 19385 - Page 2

The selected subcontractor was required to provide the following:

o All equipment necessary to cut and remove the damaged sections of the
casings.

o All equipment necessary to cut holes in the well caps and casing to allow
~ for the insertion of a locking bolt. .

o Well caps.

o Locking bolts and locks (cased, hardened steel) {(each with 2 sets of keys,
~ locks keyed alike).

_FIT 11l obtained the preliminary field measurements of the wells during a brief visit

to the site on August 27, 1985. These measurements were confirmed on August 29,
1985 when FIT III returned to the site to ascertain the quality of air in the well
heads and to determine if explosive conditions might exist. It was determined that
such conditions did not exist at either well.

On September 4, 1985, FIT Il met with the selected ‘subcontractor, Keil Welding,

and completed the tasked assignment according to the predetermined
specifications. It should be noted that well no. 2 had a final stickup of
approximately 7 inches upon the completion of work. This well was spray-painted
fluorescent orange so it would be more noticeable, as the area of the well is
heavily used by trucks. FIT Il recommends the installation of bumper posts to

.protect this well from future damage.

Attached please find the new keys to the wells and before and after photos of the
wells. S

I you have any further questions, pleése contact me.

Respectfully submitted, Reviewed by, Approved by,
Bruce R, Pluta Richard Cromer rth Glenn
Biologist/ Assistant Manager anager, FIT I11I
Pub. Health Specialist

BRP/rmk

Attachments b
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1. COST CENTER: * 0&0 Z.NO.:
REM/FIT ZONE CONTRACT : /sy
\ -8508-
- - “TECHNICAL DIRECTIVE DOCUMENT (TDD) ‘a:{;) 4f F3-8508-25
ACCOUNT NO.:
3. PRIORITY: 4, ESTIMATE OF 5 EPASITEID: 5 COMPLETION DAYE: |7. REFERENCE INFO.:
TECHNICAL HOURS:
[ wiGH 16 PA-162 1 wk. after complqtioff] veg [no
) f work
MEDIUM 4A. £STIMATE OF 5A. EPA SITE NAME: o FJATTACHED
= SUBCONTRALT CAST: Henderson Road Sjte.
[ wow Cleick ue
King of Prussia, P4

8. GENERAL TASK DESCRIPTION: —_Erovide Enforcement support for the subject site,

3. SPECIFIC ELEMENTS: - 10. 'gg:gi’:“s_
1.} Review background information
2.) Coordinate access through Paula Luborsky (597-1190)
3.)  Visit site to determine subcontracting requirements.
4.} Obrtain subcontractor to perform the required work.
5.) Cap & lock well #1 and well #2, using approved subcontracror.
6.) Prepare and submit letter report due 1 wk. after completion of field work.

OTHER (SPECIFY):

11, DESIRED REPORT FORM:

Coordiante with

FORMAL REPORT ]

Paula Luborsky

LETTER REPORT [

FORMAL BRIEFING []

12. COMMENTS:

State Code 042

Refer to rhe attached request for additional information

County Code 091

13. AUTHORIZING RPO:

14, DATE:

{SiGNATURE)

15, REZEIVED BY:

[JACCEPTED [ ] ACCEPTED WITH EXCEPTIONS [ ] REJECTED

16. DATE:

-

{CONTRACTOR BPM SIGNATURE)

AR300149

Linet 1 Nhita .~ FITE oo Shaet 3 Pink — Contracting O'figer's Coov (Wasmnatan, 0. C. )
deap em e =Y Cone Sheet 4 13t =sreag — Pronect Offizar 3 Cony ¥amin=ion, O,
l;i,._;—-?'i“.:r:k_ -'E.t.é,vfw - k.;-p "y - T e e s A ety 22 - Haad 3T T

= VAR




Ty o o

I L T P

’
-
H
<

o b e e~

ATTACHMENT 2

A A ey e i, S

et 4

AR300150




L ® -

. | o

o

(g

. o

v L= o
"#{ m
oy XN :
N L@ i
S ﬂ_
|

i S

AuBdWoD UoUNGMEH ¥ e

< YL oMeem
R A TR R

Q18 W YO 00HE TEYE G0 2n8




L

r . )

" AT

o

r | - o

|
|
\

AR300152




— £

i |
I

-
I

AR300153




2 Wl ®Y Ak,

| !
! b — «-.'—. [

AR300154




Attachment no. 2 is the set of keys that were sent to EPA.
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